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SANITARY SCHEDULE
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BASIN

N.B.

»  ALL WC'S AND BASINS IN GRADE R TOILETS SHOULD BE A SIZE FOR
CHILDREN 1-6 YEARS OF AGE AND SHOULD ALSO BE FITTED
ACCORDINGLY.
# ALL BASINS IN THE PARAPLEGIC TOILETS TO BE EQUIPED WITH
PARAPLEGIC LEVERED TAPS AND FITTED AT HEIGHT SUITABLE FOR A
DISABLED PERSON.

S
A

N
IT

A
R

IE
S

3

4

3

4

1

MALE DRESSING

MALE TOILETS

FEMALE DRESSING
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W1

 DOOR FINISH

 FRAME FINISH

 DOOR LEAF

 DOOR NR.

 QUANTITY

 FRAME

D3

W2

20

W3

22

3 0rh 3lh

D4

1 RSD

D6D1 D2

4  DD 4  DD 1 0rh 1lh

D5

FLOOR LEVEL

2x NE11 welded NCT1S TD57S
TYPE:

QUANTITY:

GLASS:

FITTINGS:

FINISH:

B.BARS

2 x (2032x813x40mm) F-L hardwood Solid flush panel
doors with approved veneer both sides and
concealed edges. 20x20 Rebate to both doors and
with weather bars.

Dorma PHA 2000 panic exit system for double dorrs comprising
2101 one point latch and 2104 push bar to active leaf plus
2201 two point modular latch, 2104 push bar, 2202 topand
bottom latch, and 2204 top and bottom rods to inactive leaf,
with exterior access knob in colour silver for profile cylinder
PHT3901.

3 Coats clear varnish.

Factory zinc chromate base coat (SABS 909)
1 coat universal undercoat (SABS 681 , type ii)
1 coat high gloss enamel paint (SABS 630)

Standard 1,2mm thick pressed steel door frame with 40mm rebate
to fit 220mm wall. Hoop iron anchors welded to frame. One
adjustable stainless steel strike plate suitable for mortice locks -
1200mm from finished floor level. 3 x Rubber shock absorbers in
rebate One pair 100mm 5 butt hinges welded to frame. 900x2100mm
door frame.

813x2032x40mm F & L stable hardwood solid door with
hardboard finish suitable for painting

2 x (2032x813x40mm) hardwood Solid flush panel doors
with approved veneer both sides and concealed edges.
20x20 Rebate to both doors and with weather bars.

Factory zinc chromate base coat (SABS 909)
1 coat universal undercoat (SABS 681 , type ii)
1 coat high gloss enamel paint (SABS 630)

Standard 1,2mm thick pressed steel door frame with 20mm
rebate to fit 70mm dry wall.One adjustable stainless steel. 3 x
Rubber shock absorbers in rebate One pair 100mm 5 butt hinges
welded to frame. 900x2100mm door frame.

UNION CZ/80941 WC  indicator bolt
Union doorstop AL 8730

Factory powder finish

Standard  roller shutter door fixed to steel or
concrete as from Trellidor or similar approved

"SERRANDA" OR similar approved roller shutter door with galavanised
steel slats (push up type) complete as supplied by manufacture. Two
handles inside and outside for opening.

Factory powder finish

Guide Lock with VIRO cylinder lock Housed is Steel
casing welded to unit

Gloss enamel painted.

Approved standard brass plated fittings to suite opening sashes.

6.34mm Clear normal strength safety glass.

Approved standard brass plated fittings to suite
opening sashes.

Approved standard brass plated fittings to suite opening sashes.

6.34mm Clear normal strength safety glass.

Gloss enamel painted. Gloss enamel painted.
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FLOORS WALLS SKIRTING CEILING
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GROUND FLOOR

HALL

FINISHES SCHEDULE

1. FLOATED PLASTER.
- one coat "plascon" primer and two coats exterior quality bone white
super acrylic pva paint to be applied on internal walls.

2. SMOOTH CONCRETE.
- one coat "plascon" primer and two coats exterior quality bone white
super acrylic pva paint to be applied on ceilings and beams.

3. METALS.
- Spot prime defects in pre-primed surfaces with zinc chromate primer, one
undercoat and two coats "plascon" alkyd enamel paint on steel to be
applied on door frames, gates, grilles, burglar screens, balustrades,...etc.

4. WOODS.
- Three coats "plascon" cve 5 clear varnish to be applied on skirtings,
rails, sills,... etc.
- One coat "plascon" primer and two coats velvago semi-gloss
polyurethane alkyd paint.

N.B.

» - Finishes to be applied on walls above vanity
tops (kitchen counter & wash basins and wash
basin counters).

PAINT SCHEDULE

STAGE
MALE DRESSING

GENTS

FEMALE DRESSING

LADIES
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3 Coats clear varnish.

DISABLED TOILET
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6.34mm obscure normal strength safety glass.

INTERNAL CILL Brick on edge to match facebrick. Brick on edge to match facebrick. Brick on edge to match facebrick.

Durowin burglar bars type B2 (bars on opening sections
only).

Durowin burglar bars type B2 (bars on opening sections
only).

Durowin burglar bars type B2 (bars on opening sections
only).

LOCATION

Factory zinc chromate base coat (SABS 909)
1 coat universal undercoat (SABS 681 , type ii)
1 coat high gloss enamel paint (SABS 630)

Factory zinc chromate base coat (SABS 909)
1 coat universal undercoat (SABS 681 , type ii)
1 coat high gloss enamel paint (SABS 630)

Prepare surface for paint:
1x base coat (SABS 678 TYPE iii)
1x universal undercoat (SABS 681)
1x high gloss enamel paint (SABS 630)

Prepare surface for paint:
1x base coat (SABS 678 TYPE iii)
1x universal undercoat (SABS 681)
1x high gloss enamel paint (SABS 630)

DISABLED TOILETS

KITCHEN

WASH-UP

KITCHEN STORE

FOYER & STOEP

RAMPS
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CONCRETE SLAB

SINKROLL
HOLDER

1
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2

4

3

1

1

1

1

1 coat universal undercoating with 2 coats
approved type semi-gloss enamel paint - colour to
client choice

Single rebated with one shop coat red oxide pressed
steel door frame 1,6mm thick size 813 x 2032mm high

1 Coats Zinc Chromate with 2 coats Exterior enamel semi-
gloss paint.

Barrel bolt at 1000mm aFFL

Purpose-made steel gate with40mm hor. flat bars & 12mm Ø
vertical rods evenly spaced @ 70mm spacing,welded to top,
middle & bottom bars.
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1

DISABLED TOILET

1.2mm double rebated with one shop coat red oxide pressed
steel door frame to suit door size 950x2032 mm high for 230mm
wall.

FFL

Plascon Velvaglo Satin to interior new wood (NW 571).
Surface to be dry, sound and clean.  Apply one coat of Plascon
Woodcare Pretreatment (WWP 1). Prime with one coat of Wood
Primer (UC 2) and finish with two coats of Velvaglo Satin (VLO).

D7 D8
SINGLE GATE

Double rebated with one shop coat red oxide pressed
steel door frames 1,6mm thick size 1800 x 2032mm high

Purpose-made steel gates with40mm hor. flat bars & 12mm Ø
vertical rods evenly spaced @ 70mm spacing,welded to top,
middle & bottom bars.

1 Coats Zinc Chromate with 2 coats Exterior enamel semi-
gloss paint.

1 coat universal undercoating with 2 coats
approved type semi-gloss enamel paint - colour to
client choice

Barrel bolt at 1000mm aFFL

GENTS & LADIES TOILETS

KITCHEN, KITCHEN STORE , MALE DRESSING, FEMALE DRESSSING

FOYER, ENTRANCEHALL KITCHEN KITCHEN KITCHEN HALL, ENTRANCE

61

IRONMONGERY

1 1

42mm "TDM" hardwood flushback(sapele veneer) f&l framed and ledged.

Factory applied finish to be wire brushed, primed with zinc
chromate, one universal undercoat and two coats high
gloss enamel paint.

Door closers: Dorma TS83 DC BC/BC/ EN 2-6 Silver standard arm
overhead door closer with delayed closing suitable for paraplegic access,
with back check, with variable spring strength, push side frame mounted
frame face over 25mm, to internal non fire door of width up to 950mm.
Hinges: Dorma DBB-BR-011 brass standard butt hinges size 102 x 75 x 3mm.

Kick plates: Door to recieve 300mm high stainless steel(2mm thick)
kickplates on both sides, screwed at the bottom of the door.

1.2mm double rebated with one shop coat red oxide pressed
steel door frame to suit door size 1706x2032 mm high for
230mm wall.

1.2mm double rebated with one shop coat red oxide pressed
steel door frame to suit door size 1706x2100 mm high for
230mm wall. Double swing door

DOOR SCHEDULE

Dorma PHA 2000 panic exit system for double dorrs comprising
2101 one point latch and 2104 push bar to active leaf plus
2201 two point modular latch, 2104 push bar, 2202 topand
bottom latch, and 2204 top and bottom rods to inactive leaf,
with exterior access knob in colour silver for profile cylinder
PHT3901.

INTERNAL SILL
150x10mm thick fibre cement pressed cement window
sill fixed to wall in-bedded in 1:3 cement mortar.

Prime with one coat of metal primer
and finish with two coats  of
'plascon' alkyd enamel paint

FRAME: FINISH

150x10mm thick fibre cement pressed cement window
sill fixed to wall in-bedded in 1:3 cement mortar.

150x10mm thick fibre cement pressed cement window
sill fixed to wall in-bedded in 1:3 cement mortar.

Prime with one coat of metal primer
and finish with two coats  of
'plascon' alkyd enamel paint

Prime with one coat of metal primer
and finish with two coats  of
'plascon' alkyd enamel paint
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DOUBLE GATE

Handles & locks: Mazac Tarpon 2 lever lockset LA952/4L with chrome
plated finish chrome plated rebate conversion set 130-75satin chrome
lever flush bolt 120-150.

Handles & locks: Mazac Tarpon 4 lever lockset LA952/4L with chrome
plated finish chrome plated rebate conversion set 130-75satin chrome
lever flush bolt 120-150.
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813x2032x40mm F & L stable hardwood solid door with
hardboard finish suitable for painting

WINDOW SCHEDULE

N.B.

f - fixed.

SANITARY SCHEDULE
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BASIN

N.B.

»  ALL WC'S AND BASINS IN GRADE R TOILETS SHOULD BE A SIZE FOR
CHILDREN 1-6 YEARS OF AGE AND SHOULD ALSO BE FITTED
ACCORDINGLY.
# ALL BASINS IN THE PARAPLEGIC TOILETS TO BE EQUIPED WITH
PARAPLEGIC LEVERED TAPS AND FITTED AT HEIGHT SUITABLE FOR A
DISABLED PERSON.
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FLOORS WALLS SKIRTING CEILING

F
IN

IS
H

E
S

GROUND FLOOR

HALL

FINISHES SCHEDULE

1. FLOATED PLASTER.
- one coat "plascon" primer and two coats exterior quality bone white
super acrylic pva paint to be applied on internal walls.

2. SMOOTH CONCRETE.
- one coat "plascon" primer and two coats exterior quality bone white
super acrylic pva paint to be applied on ceilings and beams.

3. METALS.
- Spot prime defects in pre-primed surfaces with zinc chromate primer, one
undercoat and two coats "plascon" alkyd enamel paint on steel to be
applied on door frames, gates, grilles, burglar screens, balustrades,...etc.

4. WOODS.
- Three coats "plascon" cve 5 clear varnish to be applied on skirtings,
rails, sills,... etc.
- One coat "plascon" primer and two coats velvago semi-gloss
polyurethane alkyd paint.

N.B.

» - Finishes to be applied on walls above vanity
tops (kitchen counter & wash basins and wash
basin counters).

PAINT SCHEDULE

STAGE
MALE DRESSING

GENTS

FEMALE DRESSING
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DISABLED TOILETS
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WASH-UP

KITCHEN STORE

FOYER & STOEP
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SCHEDULES

No  Date       Revision description

layout of ablutions changed to accomodate
more people

Hall size reduced to 744 sqm

1

2

3
4

08/02/10

08/02/10

5

weather bars added to entrance doors, 230mm
walls with conc. roofs to protect doors

01/03/10

01/05/10 more windows added to hall
layout of toilets change
steel columns repositioned

01/05/10
01/05/106

burglar doors added to entrance doors23/06/107
pull handles added to entrance doors23/06/108

N07-01ADMIN  001 - Floor layout & Ceiling layout
                                 002 - elevations & details
                                 003 - roof,Sanitary,finish schedule
                                 004 - fitting details
                                 005 - win/door schedules

N07-01 HALL   001 - ground Floor layout
                                 002 - elevations & sections
                                 003 - electrical & sewer
                                 004 - ceiling plan & details
                                 005 - fire & water ret.
                                 006 - schedules

N07-01-2 cl     001 - Floor, ceiling,roof plan &  
                   details
                             002 - elevations, sections &
           details
                   003 - schedules & details

N07-01-3 cl     001 - Floor, ceiling, roof layout
                                 002 - elev, sections & details
                003 - schedules & details

N07-01-4 cl     001 - Floor, roof & ceiling
  002 - elevations, details &  
                 sections
              003 - roof & ceiling layout
                             004 - schedules

N07-01 -Lib.       001 - Floor,ceiling, roof layout & elevations.
                                 002 - sections & details
                   003 - fitting details
                                 004 - schedules

N07-01 -Lab.       001 - Floor,ceiling, roof layouts
                                 002 - sections, details, schedules
                                 003 - schedules, shelves details
                 004 - fitting details

N07-01 -comp.    001 - Floor, ceiling & roof
                                 002 - sections & details
                                 003 - schedules

N07-01 - AB        001 -  floor, roof,   
              elevation & sections
                              002 -  ceiling layout & details
                003 -  schedules
 
N07-01 - KIT            001 - roof plan & elevations
                              002 - floor plan & elevations
                              003 - septic tank details
                              004 -fitting details
                              005 -schedules

N07-01 - GR-R- 001-floor layout
  002-elev., section
  003-ceiling & roof layout 
  004-door/wind schedules
  005-schedules & details
N07-01 - GH-         001-floor plans and        
           elevations
  002-sections and details
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