
JUNKERS GAS GEYSER

GAS COOKER

 F
IT
TI
NG

S

SHELVES

FIRE EXTINGUISHER

STAINLESS STEEL POTWASH SINK

STAINLESS STEEL TABLE

TOWEL RAIL

SINK

STAINLESS STEEL HAND WASH BASIN
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GYPSUM BOARD CORNICE

JUNKERS TYPE GAS OPERATED GEYSER WITH NOMINAL INPUT OF 78 000btu/h FLOW RATE OF 91/min RISING THE TEMPERATURE 40 CENTIGRADE AND A MAXIMUM WORKING PRESURE OF SIX BAR COMPLETE WITH  10m x 6mm DIA

SMEG TYPE C2 FREESTANDING GAS COOKER 1000x600x900mm HIGH WITH SIX WOK BURNERS AND ELECTRONIC IGNITION COMPLETE WITH FLAME FAILURE SAFETY DEVICE SUPPLIED AND INSTALLED BY SPECIALIST .

4.5kg DCP : DRY POWDER CHEMICAL FIRE EXTINGUISHER WITH HOOK MADE OF 120x20x2mm MILD STEELSTRIP BENT TO FORM FOR EXTINGUISHER SCREWED TWICE TO 520x100x22mm HARDWOOD. HARDWOOD SCREWED AND PLUGGED WITH

 GAS PIPE AND CLAMPS SUPPLIED AND INSTALLED BY SPECIALIST .

SHELVES AS PER DETAIL .

8 SCREWES AND PLUGS .

FRANKE TYPE "S1" STAINLESS STEEL POTWASH SINGLE BOWL SINK 1850x625x915mm HIGH IN 1.2mm THICK GRADE 304 (18/10) STAINLESS STEEL DETACHABLE LEGS WITH TWO COBRA WATERTECH 15mm "106 CP" STAR BIPTAPS WITH

FRANKE STAILESS STEEL WALL BENCH 1500x625x915mm HIGH  IN 1.2mm THICK GRADE 304 918/10) STAINLESS STEEL WITH TURNDOWN OF 50x10mm ALL ROUND WITH STAINLESS STEEL SLATTED UNDERSHELVE AND 41mm

1800X535mm FRANKE STAINLESS STEEL DOUBLE CENTRE BOWL SINK ON TWO PAIRS OF 25X25mm GALVANISED STEEL GALLOWS BRACKETS AND FRONT SUPPORT LEGS WITH ADJUSTABLE FEET. PROVIDE TWO COBRA WATERTECK

FRANKE STAINLESS STEEL WHB : "HYDE WB001'' 0.9mm STAINLESS STEEL, WITH SPLASH BACK, TILING KEY, TAP HOLE, SQUARE MILD STEEL GALLOW BRACKETS, 32mm MARLEY PORS TRAP,  ONE COBRA WATERTECT

600x19mm CHROMIUM PLATED END BRACKETS PLUGGED AND SCREWED TO WALL .

"059" EXTENCE PAUSE WITH SLIDING WALL FLANGE .10mm MARLEY PARS TRAP .

 DIAMETER STAINLESS STEEL DETACHABLE LEGS .

 15mm "106 CP STAR" BEPTAPS AND 40mm SINK CARBINET TRAP .

15mm "CP PILLAR TAP

75mm GYPSUM BOARD COVE CORNICE
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QUADRANT BEAD CORNICE

CEILING INSULATION

CEILING TRAP DOOR

6mm CELLULOSE FIBRE CEILING
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CEMENT PLASTER

BRICK ON EDGE
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SPLASH BACK TILES

PLASTER AND PAINT

FACE BRICK IN STRETCH BOND

FL
OO

R 
&
 F

LO
OR

 F
IN
IS
H

SKIRTING

WOOD FLOAT FINISH

CERAMIC TILES

75mm CONCRETE BED

TERMITE POISON
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650x650mm CEILING TRAP DOOR : AS PER ROOF PLAN. FINISH WITH ONE UNIVERSAL UNDERCOAT AND TWO COATSENAMEL PAINT .

6mm FIBRE CEMENT CEILING : AS DESCRIBED ON ROOF PLAN. TREAT ALL NAILS AND JOINTS WITH ONE COAT ALKALINE BASE, ONE UNIVERSAL UNDERCOAT AND TWO COATS ENAMEL PAINT

200x 200mm TILES : TWO ROWS ABOVE ONE UNIT, WITH RETURNS WHERE APPLICABLE .

PLASTER AND PAINT : ALL WALLS FINISHED WITH ONE COAT PLASTER AND PAINTED WITH ONE COAT ALKALINE RESISTANT PRIMER , ONE UNIVERSAL UNDER COAT AND TWO COATS
EGGSHELL ENAMEL PAINT .

25mm S.A. PINE QUADRANT CORNICE .

40mm CEILING INSULATION : LAID IN ACCORDANCE WITH MAUFACTURER'S SPECIFICATION .

38x38mm S.A. PINE BRANDERINGS AT 400mm C/C`IN ONE DIRECTION .

BRICK ON EDGE WINDOW CILL : ALL JOINTS TO BE FLUSH HALF ROUND POINTED JOINTS .

FACE BRICK IN STRETCHER BOND : WITH ALL JOINTS AND PERPENDS TO BE 10mm DEEP SQUARE RECESSED .

35mm MIN. TILES LAID TO MANUFACTURE'S RECOMANDATIONS  AND INSTRUCTIONS. TILES TO BE GROUP A QUALITY. ALL JOINTS TO BE EPOXY GROUT.

300x300x8mm  TILES : AS APPROVED ON 3:1 CEMENT MOTAR. ALL JOINTS TO BE CONTINUOUS IN BOTH DIRECTIONS WITH A TOTAL THICKNESS OF

75mm CONCRETE SLAB : CAST ON 250 MIRON POLYTHENE DAMP PROOF MEMBRANE GUNDLE USB GREEN ON APPROVED FILLING.

TERMITE POISON : TREAT GROUND UNDER ALL INTERNAL & EXTERNALWALLS, CONCRETE BEDS AND REINFORCED CONCRETE SLABS WITH CHLORDANE  HEPTACHLOR ALDRIN.

75mm HIGH CERAMIC TILE CUT FROM FULL TILES .

CONCRETE FINISHED WITH WOOD-FLOAT .

FEDC

FINISHING SCHEDULE

SANITARY SCHEDULE

150X10mm THICK FIBRE CEMENT PRESSED CEMENT WINDOW CILL FIXED TO WALL IN-BEDDED IN 1:3 CEMENT MORTAR
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GUIDELINES
1.    GENERAL
1.1  THIS DRAWING IS NOT TO BE SCALED AT ALL  TIMES, USE FIGURED
DIMENSIONS ONLY. ALL DIMENSIONS AND HEIGHTS TO BECHECKED AND
VERIFIED BEFORE ANY  WORK COMMENCES ON SITE.  ANY DISCREPENCIES
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OF STEPS TO BE FINNALY CHECKED BY CONTRACTOR ON SITE.
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SCHEDULES

No  Date       Revision description

Entrance doors changed to standard
'MERANTI' doors

1

2

3
4

02/02/10

Purpose made windows removed

Burglar proofing added to all opening
sections on windows

02/02/10
02/02/10

08/02/10

5

6

Roof pitch increased to accomodate corrugated
roof sheeting

08/02/10 Fixed windows above changed to opening
windows

Water drainage channel added on kitchen floor01/03/10

N07-01ADMIN  001 - Floor layout & Ceiling layout
                                 002 - elevations & details
                                 003 - roof,Sanitary,finish schedule
                                 004 - fitting details
                                 005 - win/door schedules

N07-01 HALL   001 - ground Floor layout
                                 002 - elevations & sections
                                 003 - electrical & sewer
                                 004 - ceiling plan & details
                                 005 - fire & water ret.
                                 006 - schedules

N07-01-2 cl     001 - Floor, ceiling,roof plan &  
                   details
                             002 - elevations, sections &
           details
                   003 - schedules & details

N07-01-3 cl     001 - Floor, ceiling, roof layout
                                 002 - elev, sections & details
                003 - schedules & details

N07-01-4 cl     001 - Floor, roof & ceiling
  002 - elevations, details &  
                 sections
              003 - roof & ceiling layout
                             004 - schedules

N07-01 -Lib.       001 - Floor,ceiling, roof layout & elevations.
                                 002 - sections & details
                   003 - fitting details
                                 004 - schedules

N07-01 -Lab.       001 - Floor,ceiling, roof layouts
                                 002 - sections, details, schedules
                                 003 - schedules, shelves details
                 004 - fitting details

N07-01 -comp.    001 - Floor, ceiling & roof
                                 002 - sections & details
                                 003 - schedules

N07-01 - AB        001 -  floor, roof,   
              elevation & sections
                              002 -  ceiling layout & details
                003 -  schedules
 
N07-01 - KIT            001 - roof plan & elevations
                              002 - floor plan & elevations
                              003 - septic tank details
                              004 -fitting details
                              005 -schedules

N07-01 - GR-R- 001-floor layout
  002-elev., section
  003-ceiling & roof layout 
  004-door/wind schedules
  005-schedules & details
N07-01 - GH-         001-floor plans and        
           elevations
  002-sections and details
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